Domain walls (DWs) in ferroic materials, across which the order parameter abruptly changes its orientation, can host emergent properties that are absent in the bulk domains. Using a broadband (10 6 to 10 10 Hz) scanning impedance microscope, we show that the electrical response of the interlocked antiphase boundaries and ferroelectric DWs in hexagonal rare-earth manganites (h-RMnO 3 ) is dominated by the bound-charge oscillation rather than free-carrier conduction at the DWs. As a measure of the rate of energy dissipation, the effective conductivity of DWs on the (001) surfaces of h-RMnO 3 at gigahertz frequencies is drastically higher than that at dc, whereas the effect is absent on surfaces with in-plane polarized domains. First-principles and model calculations indicate that the frequency range and selection rules are consistent with the periodic sliding of the DW around its equilibrium position. This acoustic wave-like mode, which is associated with the synchronized oscillation of local polarization and apical oxygen atoms, is localized perpendicular to the DW but free to propagate along the DW plane. Our results break the ground to understand structural DW dynamics and exploit new interfacial phenomena for novel devices.
INTRODUCTION
Domain walls (DWs) in ferroic materials are the natural interfaces separating domains with different order parameters. Their dynamic responses to external stimuli, which have received tremendous research interest in recent years, play an essential role in determining the material properties. In ferromagnets, for example, the supersonic motion of DWs driven by a spin-polarized current leads to the exciting development of magnetic racetrack memories (1, 2) . The periodic motion of magnetic DWs around the equilibrium position can be induced by a radio-frequency current, which has been studied to extract the effective DW mass and to enable low-current device operations (3) . For the electric counterpart, the propagation of ferroelectric DWs under a dc bias has been extensively investigated to understand the switching mechanism (4) (5) (6) . On the other hand, the dynamics of ferroelectric DWs under ac electric fields have not been thoroughly analyzed. Although signatures of ferroelectric DW oscillation [for example, the dielectric dispersion at the microwave regime (7) (8) (9) (10) (11) (12) ] have long been noticed by the scientific community, little is known on the nanoscale dynamics down to the single DW level, because conventional bulk measurements inevitably sum up the responses from domains with different polarizations and walls with different orientations (13, 14) . Spatially resolved studies that address the nanoscale ac response are therefore crucial to explore the underlying physics of these low-energy excitations localized at the DWs, which may be useful for nanoelectronic applications (15) .
The electrical probing of ferroelectric DW response at the megahertz to gigahertz frequency ( f) regime may be complicated by the presence of mobile carriers. To maintain a spontaneous polarization, the bulk ferroelectric domains are usually highly resistive. However, ferroelectric DWs can host anomalous electrical conduction because of the redistribution of carriers, which has been observed by conductive atomic force microscopy (C-AFM) studies (16) (17) (18) (19) (20) (21) (22) . The difference of dc conductivity between DWs and domains is usually large for charged walls, where free carriers are accumulated or depleted because of the polarization discontinuity (23, 24) , and small for nominally uncharged walls, where secondary effects, such as the flexoelectric coupling (25) or the reduction of bandgap (16) , may take place. In addition, defects, such as excess oxygen or oxygen vacancies, can also affect the conductivity of DWs and domains through the change of carrier density (26) (27) (28) (29) . Because the contribution from mobile carriers and bound charges at the DWs to the energy loss cannot be separated in a single-f measurement, a broadband study is of vital importance to understand the dynamic response of ferroelectric DWs.
Here, we report the multi-f impedance microscopy experiments and theoretical analysis on the DWs of single-crystalline hexagonal rareearth manganites (h-RMnO 3 ; R = Sc, Y, Dy-Lu). The h-RMnO 3 family of materials are geometric improper ferroelectrics in that the spontaneous polarization P along the hexagonal c axis is a by-product of the trimerization of the MnO 5 polyhedra setting in at the structural phase transition around 1000 K (30) . The primary order parameter, a twodimensional (2D) vector with length Q and azimuthal angle f, describes the shift of apical oxygen atoms when the MnO 5 polyhedra tilt. The coupling between the polarization and trimerization leads to a firm clamping of ferroelectric DWs and structural antiphase boundaries (31, 32) . We show that the effective conductivity of DWs on the (001) surface at gigahertz frequencies is drastically higher than that at dc, whereas the effect is absent on surfaces with in-plane polarized domains. Theoretical calculations indicate that the observed behavior is consistent with the dielectric loss due to periodic sliding of the DW around its equilibrium position, that is, the synchronized oscillation of local polarization and apical oxygen atoms. Our results represent a major milestone in understanding the structural DW dynamics in complex systems.
features, the cloverleaf-like domain patterns are vividly seen in the out-ofplane (OOP) piezoresponse force microscopy (PFM) data in Fig. 1B . Because of its semiconducting bandgap of~1.5 eV and slight p-doping from interstitial oxygen (28) during the growth, the as-grown YMnO 3 in our experiment shows a room temperature conductivity s bulk of~0.3 × 10 fig. S1) (31, 33, 34) . This bulk conduction is further modulated by the different surface band bending between up-and down-polarized domains, giving rise to the domain contrast in the C-AFM image under a tip bias of −5 V (31, 34) . In contrast to the uncharged walls in other ferroelectrics (16) (17) (18) , it was found that the charge-neutral DWs on the (001) YMnO 3 surface are more resistive than the adjacent domains (31) . Because the paraelectric phase of YMnO 3 is more insulating than its ferroelectric phase, it was suggested that the dc behavior of the DWs closely resembles the corresponding high-temperature, high-symmetry states (31) .
Different from the dc C-AFM, the scanning impedance microscope (SIM) (35, 36) working at f = 1 GHz measures the local complex permittivity of the material with a spatial resolution of~100 nm, which is determined by the tip diameter d (fig. S2 ). The input excitation power is on the order of 10 mW (35), corresponding to a low-gigahertz tip voltage of~0.1 V. The electric field~10 kV/cm at the tip apex is too small to cause ferroelectric switching of the YMnO 3 domains (26, 27, 31) . The output SIM-Re and SIM-Im signals are proportional to the real and imaginary parts of the tip-sample admittance, respectively. The SIM images acquired on the same area as above are also displayed in Fig.  1B . Strikingly, although the DWs are the least-conductive objects on the (001) surface at zero frequency, they exhibit much higher SIM signals than do the bulk domains, as seen from the line profiles in Fig. 1C . Note that because the tip diameter is much larger than the size of the vortex cores (37) , the high SIM signals at the cores may be a resolution-limited effect due to the summation of adjacent DW signals. Therefore, we will not analyze the SIM data on the vortices.
To interpret the SIM data as physical quantities, we use finite element analysis (FEA) to simulate the DW response at gigahertz frequencies (36) . Near the surface of plate-like YMnO 3 crystals, the DWs tend to be perpendicular to the surface for a depth (h) of several micrometers (38) , that is, h ≫ d. As a result, we can model the DW as a vertical narrow slab sandwiched between adjacent domains. To compare results at different frequencies, we characterize the total dielectric loss at the DWs, including both contributions from mobile carriers and DW dynamics, by the effective DW ac conductivity s DW ac . Detailed procedures of the FEA modeling are found in fig. S3 . The simulated SIM signals as a function of s DW ac are plotted in Fig. 1D . Compared with the FEA result, the measured DW contrast corresponds to s DW ac ≈ 400 S/m, which is five to six orders of magnitude higher than s DW dc . The electrical response of YMnO 3 DWs is therefore qualitatively different from that of the ferroelectric lead zirconate (PZT) (39) and the magnetic insulator Nd 2 Ir 2 O 7 (40) , where the DWs are more conductive than domains at both dc and gigahertz frequencies.
Control experiments on other h-RMnO 3 samples
To investigate the generality of the observed behavior, we have also performed control experiments on other h-RMnO 3 samples. As shown in Fig. 2A , the same DW contrast in SIM data is seen on the (001) surface of ErMnO 3 , suggesting that the effect is insensitive to the variation of rare-earth elements. However, the situation is rather different on the h-RMnO 3 surfaces with in-plane polarized domains. In Fig. 2B , no DW contrast in the SIM images is observed on the cleaved (110) HoMnO 3 crystal. In addition, we cut two pieces from the same HoMnO 3 crystal and polished the (001) surface for one sample and the (100) surface for the other. As displayed in fig. S4 , the appearance and absence of SIM contrast of DWs are again observed on the (001) and (100) surfaces, respectively.
DWs inside h-RMnO 3 form a complex network that permeates the bulk of the material (41) . On the (110) and (100) surfaces with in-plane polarization, charged DWs are stabilized by the interlocking of the ferroelectric and antiferrodistortive orders. Previous C-AFM work on these surfaces showed that s DW dc varies continuously as the neighboring domains change from "tail-to-tail" to "head-to-head" configurations, presumably because of the accumulation or depletion of p-type carriers (42, 43) . On the other hand, only moderate conductance difference between domains and DWs (within an order of magnitude) is measured on these surfaces (42) . Compared with the FEA results in Fig. 1D , the contribution due to mobile carriers on the charged walls (s DW dc ≪ 1 S/m) is still too small to be detected by the SIM. As a result, the missing DW contrast on the (110) and (100) surfaces at f = 1 GHz indicates that the contribution from dipolar loss to the local energy dissipation is also negligible in crystal planes parallel to the polarization axis.
Frequency-dependent DW response
To further explore the unusual ac response of DWs on (001) YMnO 3 , we construct multiple SIM electronics to cover a broad spectrum ranging from 10 6 to 10 10 Hz (fig. S5 ). Selected SIM images with clear DW contrast are shown in Fig. 3 (A to D) (more in fig. S6 ). Because of different settings, such as input power, amplifier gains, and impedancematch sections of the electronics, the absolute SIM signals cannot be directly compared between different frequencies. Moreover, the SIM output is strongly dependent on the condition of the tip apex, as evident from the simulation results in Fig. 3E . We have therefore taken the ratios between SIM-Re and SIM-Im signals, which not only cancel out the circuit-dependent factors but also show much weaker dependence on the tip diameter (Fig. 3F) , for quantitative analysis. As shown in fig. S7 , repeated line scans were also taken across several DWs to improve the signal-to-noise ratio at each f. In Fig. 3G , the SIM-Re/Im data are plotted together with the constant s DW ac contours from the FEA simulation. Within the experimental errors in Fig. 3H , the effective DW conductivity rises rapidly from nearly zero at dc to~500 S/m above 1 GHz and develops a feature not inconsistent with a broad peak around 3 to 5 GHz, although the cutoff frequency at 10 GHz prevents us from resolving the full resonance-like peak. Given the very small contribution from the Drude conduction of mobile carriers, it is obvious that the bound-charge motion at the DWs, which is microscopically equivalent to the vibration of DW position, on the (001) surface of h-RMnO 3 is responsible for the pronounced ac loss observed in our experiment.
Theoretical analysis of DW dynamics in h-RMnO 3
The starting point to analyze the lattice dynamics in h-RMnO 3 is to understand its nonuniform trimerization textures, which were first explained within the long-wavelength Landau theory, using parameters extracted from ab initio calculations (44) . Density functional theory (DFT) calculations predict the lowest optical phonon at~2 THz (44, 45) , well above the characteristic frequency in our experiment. On the other hand, the presence of DWs breaks the continuous translational symmetry and introduces a mode associated with the periodic DW sliding around its equilibrium position, whose energy approaches zero in the continuum model. When the DW width l is comparable to the lattice constant a, the sliding mode acquires a gap due to the discrete translational symmetry of the lattice. The essential physics of DW dynamics can be captured by a simplified 1D model Hamiltonian
where the four terms represent the kinetic energy of the local mode A r at site r with mass m, the local double-well potential, the nearest-neighbor interaction, and the interaction between the local mode and oscillating external field E, respectively. In the equilibrium, the center of the DW locates between two adjacent sites, as shown in Fig. 4A , so that the mode amplitude at every site is close to the minimum of the ferroelectric doublewell potential. When moving to a neighboring unit cell, the DW passes through an intermediate configuration in Fig. 4B , where it is centered at the site. The mode amplitude of this configuration corresponds to a maximum of the potential and a high total energy. The energy difference between these two configurations gives rise to the Peierls-Nabarro barrier (46, 47) in Fig. 4C that needs to be overcome to flip the polarization of a unit cell and move the DW to the adjacent cell. In our SIM experiment, the excitation tip voltage, thus the external field E, is too low to cause any ferroelectric switching. As a result, we only need to consider the linear response of this model Hamiltonian.
The solution of Eq. 1 reveals two nondispersive modes localized perpendicular to the DW plane, along with the continuous spectrum of bulk phonons, as shown in Fig. 4D . The lowest-energy mode (Fig. 4E ) corresponds to oscillations of the DW position, whereas the higherenergy breathing mode (Fig. 4F ) corresponds to oscillations of the DW width. As seen in Fig. 4G , the frequency of the DW sliding mode rapidly decreases with increasing l and approaches zero for l ≫ a, consistent with the free DW sliding in the continuum theory. The nearly exponential dependence of the resonance frequency on l makes it difficult to precisely calculate the frequency from an approximate model, but it is still possible to estimate it by the order of magnitude. This simple model thus illustrates how the low-energy gigahertz-scale mode emerges from the terahertz phonon spectrum. Now, we extend the abovementioned model to incorporate the principal trimerization amplitude (Q), angle (f), and polarization (P) modes in YMnO 3 . Because the DW vibration occurs at a frequency much lower than the optical phonons, it is within the error bars of the conventional frozen phonon calculations (48) . To provide a quantitative estimate, we use the discretized version of the model used by Artyukhin et al. (44) , where the effective masses and intersite couplings are extracted from the phonon dispersion calculated within DFT. Detailed calculations on the full model Hamiltonian of a 120-site supercell with a DW centered in the middle are included in fig. S8 . The DW energy centered at the Mn sites is lower than that in between the sites, again giving rise to the washboard-like Peierls-Nabarro barrier. The atomistic view of YMnO 3 in Fig. 5A shows the synchronized oscillation of apical oxygen atoms and the local polarization during the periodic DW sliding. In Fig. 5B , the ground-state configuration by minimizing the model Hamiltonian is plotted for Q, f, and P. The calculated phonon dispersion can be visualized by the phonon spectral function in Fig. 5C , where the damping is estimated from optical experiments (49) . Similar to the simplified model, the spectrum contains the usual dispersive phonons originated 
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from the G 2 − and K 3 modes in the P6 3 /mmc space group (45) and nondispersive branches, the lowest of which corresponds to the localized DW oscillating mode. In Fig. 5D , the order parameter oscillation amplitudes at the lattice sites are plotted for both a regular phonon and the localized mode. Note that our 1D model calculations only capture the bottom of the phonon bands, that is, phonons with zero wave vector in the DW plane. In real 3D crystals, the vibration of local polarization and oxygen atoms can still propagate with nonzero wave vectors within the DW plane, resembling the acoustic waves in elastic media. The bandwidth of such a DW-acoustic wave mode is determined by the intersite coupling strength and is therefore of the same order as the bandwidth of the G 2 − and K 3 modes in the bulk.
DISCUSSION
Comparisons between our experimental and theoretical results strongly suggest that the ac response of the h-RMnO 3 DWs is associated with the DW oscillation mode. First, for DWs on the (001) surface, the vertical component of the oscillating E field from the SIM tip is aligned with either up-or down-polarized domains in each half-cycle, leading to the periodic motion of the apical oxygen atoms coupled with local polarization and, thus, the ac dielectric loss. In contrast, the coupling between the tip E fields and the DW motion on the (110) and (100) surfaces is negligible because of E being mostly orthogonal to P. Such a "selection rule" is seen in Fig. 2 and fig. S4 . Second, although the error bars of a full ab initio calculation for all 3 × 30 h-RMnO 3 phonons can mask the low-energy mode, our model Hamiltonian, taking the essential Q, f, and P modes into account, provides an estimate of its frequency that falls into the gigahertz regime. Further development of the model, such as the inclusion of the next nearest-neighbour interaction and more phonon modes, may allow a more quantitative comparison with the experiment. Third, our generic analysis of the low-energy DW vibration may explain the dielectric dispersion observed in many ferroelectrics (7) (8) (9) (10) (11) (12) . Future experiments on materials with a characteristic frequency well within the range of our SIM, for example, 0.1 to 1 GHz, will allow us to resolve the resonance-like peak (similar to Fig. 3H ), which contains important information, such as the DW effective mass. Last, our model calculations suggest the possible presence of an acoustic mode localized perpendicular to the wall but free to propagate within the DW plane. If confirmed by future experiments, this low-energy excitation, in analogy to the magnonic wave traveling along the magnetic DWs (50) and to the surface acoustic wave traveling on the surface of piezoelectric materials (51), may be exploited for nanoelectronic applications.
To summarize, by using broadband impedance microscopy, we have observed the drastic increase of effective DW conductivity from dc to microwave frequency on the (001) surfaces of hexagonal manganites, although the effect is absent on surfaces with in-plane polarized domains. First-principles and model calculations indicate that the DW oscillation, rather than the presence of free carriers, is responsible for the ac energy loss and selection rules. Thus, ferroelectric DWs, with their own rich excitations, offer a new playground to explore emergent interfacial phenomena that are not present in bulk domains.
MATERIALS AND METHODS

Material preparation
Plate-like single crystals of h-RMnO 3 with an in-plane size of a few millimeters were grown by a flux method with a mixture of h-RMnO 3 polycrystalline powder and Bi 2 O 3 (molar ratio, 1:6), slowly cooled from 1280°to 970°C at a rate of 2°C/hour. To prepare type-I ferroelectric domains of h-RMnO 3 , single crystals of h-RMnO 3 were annealed at 1180°C, above its T C , in Ar atmosphere and slowly cooled to 1000°C in 2 hours and then quenched to room temperature to avoid surface oxidation at lower temperatures.
Scanning impedance microscopy
The multimode imaging experiments, including SIM, PFM, and C-AFM, were performed in an AFM platform (XE-70) from Park Systems. Customized electronics were used for impedance imaging at frequencies above 50 MHz. The HF2LI lock-in amplifier from Zurich Instruments was configured to perform SIM at frequencies below 50 MHz. The DLPCA-200 current amplifier from FEMTO Inc. was used for the C-AFM imaging. The microfabricated shielded probes are commercially available from PrimeNano Inc. Finite element modeling was performed by using the commercial software COMSOL 4.4.
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